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Position the Barrier Strip 
along the bottom of the 
cable tray with the curved 
edge at the top.

Position

Secure the Barrier Strip 
using three (3) BARRIER 
STRIP CLAMPS 
(WMBS118).

Secure

Connect Barrier Strips 
together using BARRIER 
STRIP CONNECTORS. 
Connectors are available for 
1, 2, and 4” Barrier strips.

Connect



Vertical / Horizontal Beam Support

Chalfant’s unique Vertical and Horizontal Beam Supports are used to run 
cable tray along I-beams. (WMHBS) (WMVBS)
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Slide the open section 
of the BEAM SUPPORT 
(WMHBS / WMVBS) onto 
the lip of the I-Beam.

Slide

Secure to the Beam 
Support by tightening the 
screw on top.

Secure

Mount cable tray using 
a HOLD DOWN CLAMP 
(MMHDC).

Mount



Conduit Adaptor

Conduit Adaptors easily attach to cable tray and provide a proper exit or 
introduction for cables going to or from conduit. (WMCA)
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Position the Conduit 
Adaptor so the hooked end 
wraps around the second 
cross wire and the raised 
plate is outside of the cable 
tray.

Position

Secure the clamping 
piece on the bottom of the 
adaptor by tightening it 
around the bottom cross 
wire.

Secure

Attach a conduit junction to 
easily run cables in or out 
of the cable tray.

Attach



Cover Clips

Cover clips quickly and securely lock down covers to the cable tray. The 
table below shows proper positioning and quantities. You will need the 
recommended number of cover clips (WM7CLAMPT) as noted in the table.
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Less than 12”
(300 mm)

Greater than 16”
(400 mm)

Use four 
(4) clips 
per length

Use six 
(6) clips 
per length
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Position the angled top flap 
on the cover so the clip 
rests on the cross bar.

Position

Press down until the clip 
arms fall below the cross 
bar.

Press

Release and the clip will 
snap into place.

Release



End Plate

End Plates are designed to safely terminate the end of a cable tray, 
completely sealing off open areas and protecting cables inside. 
(WMEPKITxx-2) (WMEPKITxx-4)
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Bend the sides of the end 
plate inward forming right 
angles.

Bend

Secure the end plate using 
two (2) BARRIER STRIP 
CLAMPS (WMBS) and one 
(1) Holddown Clamp 
(WM-HDC) as shown.

Secure

Slide the end plate over the 
cable tray with the flaps on 
the outside of the tray.

Slide



Quick Splice

The Quick Splice (WMSP200) is an easy and secure method of joining cable 
tray.

Position the notches on the Quick Splice so they line up with the ends of the 
cable tray.
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Secure the quick splice by 
folding down the tab with a 
screwdriver or pliers.

Secure

Slide the quick splice into 
the cable tray. (Flaps must 
curve over bottom wire.)

Slide

Push the two sections of 
cable tray together.

Push



Side Hanger

Use Side Hangers to hang cable tray from ceilings with THREADED RODS. 
(WMSH294) (9S24310)

Threaded rod, washers, and nuts sold seperatly.
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Attach the Side Hanger to 
the threaded rod using two 
(2) nuts and washers.

Attach

Lift the tray up and rest the 
second cross wire from the 
top into the curved bottom of 
the Side Hanger. Make sure 
the flat top plate is facing 
outward from the tray.

Lift

Secure the Side Hanger by 
tightening the screw into 
the hole on the side of the 
plate.

Secure



GR-Magic Grounding Clip and Lug

Grounds GR-Magic cable tray. One (1) GR-Magic Grounding Clip. 
(WMGCLIP) One (1) Grounding Lug. (WMGC-01)
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Grounding Clip Grounding Lug



48

Position the GR-Magic 
grounding clip (WMGCLIP) 
over the joined section of 
GR-Magic cable tray. Be 
sure the flat bottom piece is 
on the inside of the tray as 
shown.

Position

Secure the clamp tightly 
using the accompanying 
bolt and lock nut.

Secure

Attach the Grounding 
Lug (WMGC-01) to the 
remaining threads of the 
bolt.

Attach
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