Build faster.

Traditional cable tray requires hours of cutting and bolting.
Chalfant’'s GR-Magic® Wire Mesh Tray with quick snap-together
connection system

Find Chalfant tray installed at
AWS Data Centers, SpaceX facilities, Tesla factories, Meta offices,
Cleveland Browns Stadium, and other industry-leading sites nationwide.
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Configuration Options
Side Heights = Widths
17 2”

2” 4”
4" 8”
12”
16”
18”
20”
24”
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Finish Options
Electrogalvanized
Hot-dip Galvanized
Stainless Steel 304
Stainless Steel 316
Painted
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Load Diagram for Wire Mesh Tray Type
WMGR412S
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Cost Saving Tray: Because the connectors are
integrated, there are no nuts, bolts, or plates to
purchase.

Tool-less Connection: The patented snap-
together system allows sections to be joined in
seconds without any tools, bolts, or separate
coupling components.

Reduced Labor Costs: By eliminating the
need for screw connections, installation time is
significantly reduced.

Easy Field Fabrication: The mesh can be
easily cut and bent on-site to navigate around
obstacles, sloped surfaces, or level changes.

High Load Capacity: The design ensures
stability is not sacrificed for speed, matching the
load-bearing performance of traditional bolted
systems.

Optimum Cable Ventilation: Designed to
prevent heat buildup, helping maintain the
current-carrying capacity of cables.

Smooth Finish: The high-quality welding
processes ensure no sharp edges to damage
cables or injure installers.
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