
Serious support forSerious support for
critical connections.
Bulky ladder systems make overhead installs a nightmare. Bulky ladder systems make overhead installs a nightmare. 
Our high-strength, lightweight Our high-strength, lightweight Ladder TrayLadder Tray provides the same  provides the same 
heavy-duty load capacity, heavy-duty load capacity, making it faster and easier to hangmaking it faster and easier to hang..

Chalfant Manufacturing Company
1050 Jaycox Road 
Avon, Ohio 44011

+1 330-273-3510
www.chalfant-obo.com

Find Chalfant tray installed at 
AWS Data Centers, SpaceX facilities, Tesla factories, Meta offices, 

Cleveland Browns Stadium, and other industry-leading sites nationwide. 



Rapid Installation: Features a lightweight 
design and intuitive splice connectors that 
significantly reduce man-hours and labor costs.

Chalfant Ladder Tray Selection Guide

Aluminum 
Tray Series

Side 
Rail Height

Load 
Depth

NEMA 
Load 
Span

Data (2-Rails)

Ix in4 Sx in3 Area in2
NEC 392-
7(b)2 EGC 

AMPS

Tray 
Weight 
lbs/ft**

2A 4“ 
(102 mm)

3“ 
(76 mm)

16A
12C* 2.95 1.41 1.14 

(735 mm2) 1200 2.15 
(3.20 kg/m)

35A 5“ 
(127 mm)

5“ 
(102 mm)

16A
12C 4.36 1.63 1.19

(768 mm2) 1200 2.2
(3.27 kg/m)

26A 6.3“ 
(160 mm)

5.3“ or 6“ 
(137 mm / 
152 mm)

20A
16B 8.55 2.72 1.55 

(1000 mm2) 1600 2.64 
(3.93 kg/m)

46A 6.3“ 
(160 mm)

5.3“ or 6“ 
(137 mm / 
152 mm)

20C 12.1 4.55 2.11 
(1361 mm2) 2000 3.32 

(4.94 kg/m)

Steel/ 
Stainless 

Tray Series
Gauge Side Rail 

Height
Load 
Depth

NEMA 
Load 
Span

Data (2-Rails)

Ix in4 Sx in3 NEC 392-7(b)2 EGC 
AMPS

Tray 
Weight 
lbs/ft**

346*** 16 
(1.6)

4“ 
(102 mm)

3“ 
(76 mm)

16A
12C 1.81 1.00 200 3.65 

(5.43 kg/m)

366*** 16 
(1.6)

6.3“ 
(160 mm)

5.2“ 132 
mm)

20B
16C 5.46 1.88 400 5.04 

(7.50 kg/m)

*Exceeds NEMA loads by over 20%
**Weight shown (lbs/ft or kg/m) for 24” width tray, 9” rung spacing

***Finish Options:
S = Pre-Galvanized Steel	 G = Hot Dip Galvanized
T = 304L Stainless Steel	 Z = 316 Stainless Steel

The ladder tray in this table are Chalfant’s most popular and highest produced tray. 
We encourage you to consider selecting this tray for shorter lead times.

*Exceeds NEMA loads by over 20%
**Weight shown (lbs/ft or kg/m) for 24” width tray with 9” rung spacing
***Finish Options:
S = Pre-Galvanized Steel	 G = Hot Dip Galvanized
T = 304L Stainless Steel	 Z = 316 Stainless Steel

Flexible Configuration: A comprehensive 
system of elbows, tees, and transitions allows for 
seamless routing around complex architectural 
obstacles.

Corrosion-Resistant Options: Available in 
aluminum, pre-galvanized, hot dip galvanized, 
and stainless steel to withstand the harshest 
industrial or marine environments.

Superior Load-Bearing Strength: Engineered 
to support high-volume, heavy-duty power 
cables with minimal deflection over long spans.

Chalfant Manufacturing Company
1050 Jaycox Road 
Avon, Ohio 44011

+1 330-273-3510
www.chalfant-obo.com


